
Shaping the Future of Caulking Tools

MODELS VR200A83, VR400A83, VR400A85
DUAL COMPONENT PNEUMATIC APPLICATORS

COMPARE THE QUALITY:
l Adjustable Air Regulator
l Air Dump Valve Stops Flow Instantly
l Reverse Air
l Quick Disconnect Nipple

Model VR200A83 - Nominal Thrust 490 lbs @ 100
psi. 2.5” cylinder; 200ml MixPak® & TAH Cartridges.
Converts to ratios 1:1, 2:1, 4:1 and 10:1.
Model VR400A83 - Nominal Thrust 490 lbs @ 100
psi. 2.5” cylinder; 200ml and 400ml MixPak® & TAH
Cartridges. Converts to ratios 1:1, 2:1, 4:1 and 10:1.
Model VR400A85 - Nominal Thrust 1100 lbs @ 100
psi. 4” cylinder; 200ml and 400ml MixPak® & TAH
Cartridges. Converts to ratios 1:1, 2:1, 4:1 and 10:1.

NEWBORN BROTHERS CO. INC.

Main Office & Warehouse
8221-D Preston Ct.
Jessup, MD 20794

Other Warehouses
Dallas, TX   Sparks, NV

CALL
(800)638-3983
301-604-1500

FAX:
301-604-7950www.NewbornCaulkGuns.com

sales@NewbornCaulkGuns.com

Patented Cartridge Stabilizing Plate:
Aligns the Different Cartridge Sizes 
Securely 

Snap In/Snap Out Push Disks: 
Allows for Easy Conversions with No
Disassembly Required.


